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EDP Model No. SPECIFICATION EDGES MATERIAL GUIDE ROLLER APPLICABLE MODELS JAN
（4545695）

370311 252-C1.5 Positive cutter for Straight chamfer 1.5 mm 3 Cermet 330860 7252F, 7252F-2, 7252FR 600662
370312 252-R1.5 Positive cutter for Radius chamfer 1.5 mm 3 Cermet 330860 7252F, 7252F-2, 7252FR 600679
370313 252-R2 Positive cutter for Radius chamfer 2 mm 3 Cermet 330860 7252F-2, 7252FR-2 600921

EDP Model No. Capacity
（㎜）

Min. Diameter
（㎜）

Min. Thickness
（㎜）

Min. Depth
（㎜）

Free Speed
（min-1）

Overall Length
（㎜）

Air Consumption
（㎥/min） Hose Coupling Net Weight

（kg） Accessories JAN
（4545695）

370146 SP-7252F ～C1.5 6.8 2.5 7.5 23000 112 0.2 1/4"NPT 0.4 Cutter (252-C1.5)x3, Torx Wrench (T8), 
Allen key (H2mm), Spanner (H4mm) 002589

370152 SP-7252F-2 C0.5～2 6.8 2.5 7.5 23000 112 0.2 1/4"NPT 0.4 Cutter (252-C1.5)x3, Torx Wrench (T8), 
Allen key (H2mm), Spanner (H4mm) 003623

370148 SP-7252FR ～R1.5 6.8 2.5 7.5 23000 112 0.2 1/4"NPT 0.4 Cutter (252-R1.5)x3, Torx Wrench (T8), 
Allen key (H2mm), Spanner (H4mm) 002596

370151 SP-7252FR-2 ～R2 6.8 2.5 7.5 23000 112 0.2 1/4"NPT 0.4 Cutter (252-R2)x3, Torx Wrench (T8), 
Allen key (H2mm), Spanner (H4mm) 003630

Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Front exhaust   Air connector included

10 PC. CUTTER SET FOR BEVELER
252-C1.5 252-R1.5 252-R2

1.5R/1.5C　

1.5R/2R　  　

SP-7252F

SP-7252FR

SP-7252F-2

SP-7252FR-2

● Palm size ● Air cooling system (Patented). ● Triangular cutting tip for 3 times use. ● Easy to adjust cutting depth with graduated flange.

● Palm size ● Air cooling system (Patented). ● Triangular cutting tip for 3 times use. ● Easy to adjust cutting depth with graduated flange.

1.5mm

1.5m
mC1.5 R1.5mm R2.0mm

MINI BEVELER

EDP Model No. Capacity
（㎜）

Min. Diameter
（㎜）

Min. Thickness
（㎜）

Min. Depth
（㎜）

Free Speed
（min-1）

Overall Length
（㎜）

Air Consumption
（㎥/min）

Hose 
Coupling

Net Weight
（kg） Accessories JAN

（4545695）

370149 SP-1251BV R3.5 35 6 11 7500 340 0.9 1/4"NPT 2.8 Cutter (250-R3.5)x3, Torx Wrench (T20), Allen 
key (H3mm, H4mm), Holder Stopper 002336

370154 SP-1251HBV C5 35 6 11 5000 340 1.1 1/4"NPT 3.2 Cutter (250-C5)x3, Torx Wrench (T20), Allen 
key (H3mm, H4mm), Holder Stopper 002862

370147 SP-1251NBV R3.5 35 6 11 7500 340 0.9 1/4"NPT 2.8 Cutter (250NBV-R3.5)x3, Torx Wrench (T20), 
Allen key (H3mm, H4mm), Holder Stopper 002466

370174 SP-1250FBV R3.5 35 6 11 9000 280 0.6 1/4"NPT 3.2 Cutter (250-R3.5)x3, Torx Wrench (T20), Allen 
key (H3mm, H4mm), Holder Stopper 003845

BEVELER
3.5R/2.5R/3C

3.5R

Replacement parts
●  252-C1.5 Cutting blades  

for straight chamfer (up to 1.5 mm)
●  252-R1.5 Cutting blades  

for radius chamfer (up to 1.5 mm)
● 330860 Guide roller

Replacement parts
●  252-C1.5 Cutting blades for 

straight chamfer (up to 2 mm)
●  252-R2 Cutting bladesfor radius 

chamfer (up to 2 mm)
● 330860 Guide roller

Replacement parts
●  252-C1.5 Cutting blades  

for straight chamfer (up to 1.5 mm)
●  252-R1.5 Cutting blades  

for radius chamfer (up to 1.5 mm)
● 330860 Guide roller

Replacement parts
●  252-C1.5 Cutting blades for  

straight chamfer (up to 2 mm)
●  252-R2 Cutting blades for  

radius chamfer (up to 2 mm)
● 330860 Guide roller

1.5C × 3EDGES 1.5R × 3EDGES 2R × 3EDGES
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BEVELER

EDP Model No. SPECIFICATION EDGES MATERIAL GUIDE ROLLER APPLICABLE MODELS JAN
（4545695）

370311 252-C1.5 Positive cutter for Straight chamfer 1.5 mm 3 Cermet 330860 7252F, 7252F-2, 7252FR 600662
370312 252-R1.5 Positive cutter for Radius chamfer 1.5 mm 3 Cermet 330860 7252F, 7252F-2, 7252FR 600679
370313 252-R2 Positive cutter for Radius chamfer 2 mm 3 Cermet 330860 7252F-2, 7252FR-2 600921

EDP Model No. Capacity
（㎜）

Min. Diameter
（㎜）

Min. Thickness
（㎜）

Min. Depth
（㎜）

Free Speed
（min-1）

Overall Length
（㎜）

Air Consumption
（㎥/min） Hose Coupling Net Weight

（kg） Accessories JAN
（4545695）

370146 SP-7252F ～C1.5 6.8 2.5 7.5 23000 112 0.2 1/4"NPT 0.4 Cutter (252-C1.5)x3, Torx Wrench (T8), 
Allen key (H2mm), Spanner (H4mm) 002589

370152 SP-7252F-2 C0.5～2 6.8 2.5 7.5 23000 112 0.2 1/4"NPT 0.4 Cutter (252-C1.5)x3, Torx Wrench (T8), 
Allen key (H2mm), Spanner (H4mm) 003623

370148 SP-7252FR ～R1.5 6.8 2.5 7.5 23000 112 0.2 1/4"NPT 0.4 Cutter (252-R1.5)x3, Torx Wrench (T8), 
Allen key (H2mm), Spanner (H4mm) 002596

370151 SP-7252FR-2 ～R2 6.8 2.5 7.5 23000 112 0.2 1/4"NPT 0.4 Cutter (252-R2)x3, Torx Wrench (T8), 
Allen key (H2mm), Spanner (H4mm) 003630

Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Front exhaust   Air connector included

1.5R/1.5C　

1.5R/2R　  　

● Palm size ● Air cooling system (Patented). ● Triangular cutting tip for 3 times use. ● Easy to adjust cutting depth with graduated flange.

● Palm size ● Air cooling system (Patented). ● Triangular cutting tip for 3 times use. ● Easy to adjust cutting depth with graduated flange.

MINI BEVELER

EDP Model No. Capacity
（㎜）

Min. Diameter
（㎜）

Min. Thickness
（㎜）

Min. Depth
（㎜）

Free Speed
（min-1）

Overall Length
（㎜）

Air Consumption
（㎥/min）

Hose 
Coupling

Net Weight
（kg） Accessories JAN

（4545695）

370149 SP-1251BV R3.5 35 6 11 7500 340 0.9 1/4"NPT 2.8 Cutter (250-R3.5)x3, Torx Wrench (T20), Allen 
key (H3mm, H4mm), Holder Stopper 002336

370154 SP-1251HBV C5 35 6 11 5000 340 1.1 1/4"NPT 3.2 Cutter (250-C5)x3, Torx Wrench (T20), Allen 
key (H3mm, H4mm), Holder Stopper 002862

370147 SP-1251NBV R3.5 35 6 11 7500 340 0.9 1/4"NPT 2.8 Cutter (250NBV-R3.5)x3, Torx Wrench (T20), 
Allen key (H3mm, H4mm), Holder Stopper 002466

370174 SP-1250FBV R3.5 35 6 11 9000 280 0.6 1/4"NPT 3.2 Cutter (250-R3.5)x3, Torx Wrench (T20), Allen 
key (H3mm, H4mm), Holder Stopper 003845

Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Rear exhaust   Air connector included

BEVELER

● PSPC Standard compliant. ● Easy-to-use 120 degree vertical handle. ● Throttle switch 
for continuous operation. ● Adjustable flange height for different chamfering sizes.

● PSPC Standard compliant. ● High power type. ● Easy-to-use 120 degree vertical handle. 
● Throttle switch for continuous operation. ● Adjustable flange height for different chamfering sizes.

SP-1251BV SP-1251HBV

� SP-7252 SERIES

3.5R/2.5R/3C 5C

3.5R 3.5R/2.5R/3C
● PSPC Standard compliant. ● Easy-to-use 120 degree vertical handle. ● Throttle switch 
for continuous operation. ● Adjustable flange height for different chamfering sizes.

● Air cooling system (Patented). ● Throttle switch for continuous operation. ● Adjustable 
flange height for different chamfering sizes. ● Grip can be changed to left or right side.

SP-1251NBV SP-1250FBV

Replacement parts
●  252-C1.5 Cutting blades for 

straight chamfer (up to 2 mm)
●  252-R2 Cutting bladesfor radius 

chamfer (up to 2 mm)
● 330860 Guide roller

Replacement parts
●  252-C1.5 Cutting blades for  

straight chamfer (up to 1.5 mm)
●  252-R2 Cutting blades for  

radius chamfer (up to 2 mm)
● 330860 Guide roller

Replacement parts
● 250BV-R3.5 Cutting blades for radius chamfer (2.5 mm)
● 250BV-30 Cutting blades for 30 degree straight chamfer
● 250BV-C3 Cutting blades for straight chamfer (3 mm)
● 250BV-R2.5 Cutting blades for radius chamfer (2.5 mm)
● 250SBV-R3.5 Cutting blades for radius chamfer (3.5 mm)
● 250BV-R4 Cutting blades for radius/straight chamfer (4 mm)
● R3.5-8 Guide roller

Replacement parts
● 250BV-C5 Cutting blades for straight chamfer (5 mm)
● 250BV-30 Cutting blades for 30 degree straight chamfer
● 250BV-C3 Cutting blades for straight chamfer (3 mm)
● 250BV-R2.5 Cutting blades for radius chamfer (2.5 mm)
● 250BV-R3.5 Cutting blades for radius chamfer (2.5 mm)
● 250SBV-R3.5 Cutting blades for radius chamfer (3.5 mm)
● 250BV-R4 Cutting blades for radius/straight chamfer (4 mm)
● C5-4 Guide roller

Replacement parts
●  250NBV-R3.5 Cutting blades for radius 

chamfer (3.5 mm)
● R3.5-12 Guide roller

Replacement parts
● 250BV-R3.5 Cutting blades for radius chamfer (2.5 mm)
●250BV-30 Cutting blades for 30 degree straight chamfer
● 250BV-C3 Cutting blades for straight chamfer (3 mm)
● 250BV-R2.5 Cutting blades for radius chamfer (2.5 mm)
● R3.5-8 Guide roller

Palm size
Compact length 110mm and 
lightweight 380g only.
Composite body prevents from 
getting your hands cold

Caution: Chips may scatter.  
Always wear protective gloves.

How to operate

Caution: Putting the tool against the 
work piece prior to starting operation 
causes the damage to the cutters 
and injuries to the user.

1. The tools should be oparated to the 
same direction as the cutter is turning.
2. Make sure that the tool is operating 
first and slowly put it against the work 
piece.

Air cooling system (Patented)

Chamferable material method

Cooling the grinding surface to 
prevent sticky chips.
Blowing dusts away for efficient 
work.

Caution: Chips may scatter.  
Always wear protective glasses.

Min. thickness: 
2.5mm

Min. depth: 7.5mm

Min. dia.: 6.8mm
SP-7252 SERIES

21/01/22 13:59:32
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10 PC. CUTTER SET FOR BEVELER

EDP Model No. SPECIFICATION EDGES MATERIAL GUIDE
ROLLER APPLICABLE MODELS JAN

（4545695）

370301 250BV-30 Positive cutter for Straight chamfer 30 degree ８ Carbide（TN coating） 30D-8 1251BV、1251HBV、9250BV 600730
370303 250BV-C3 Positive cutter for Straight chamfer 3 mm ８ Carbide（TN coating） C3-8 1251BV、1251HBV、9250BV 600723
370304 250BV-C5 Positive cutter for Straight chamfer 5 mm ４ Carbide（TN coating） C5-4 9250BV、1251HBV 600624
370302 250BV-C10 Positive cutter for Straight chamfer 10 mm ３ Carbide（TN coating） C10-3 9251EBV 600990
370305 250BV-R2.5 Positive cutter for Radius chamfer 2.5 mm ８ Carbide（TN coating） R2.5-8 1251BV、1251HBV、9250BV 600563
370306 250BV-R3.5 Positive cutter for Radius chamfer 3.5 mm ８ Carbide（TN coating） R3.5-8 1251BV、1251HBV、9250BV 600594
370307 250BV-R4 Positive cutter for Straight/Radius chamfer 4 mm ８ Carbide（TN coating） R4-4 1251BV、1251HBV、9250BV 600600
370308 250NBV-R3.5 Negative cutter for Radius chamfer 3.5 mm 12 Cermet R3.5-12 1251NBV、9250NBV 600617
370309 250SBV-C5 Positive cutter for Straight chamfer 5 mm ４ Cermet C5-4 1251HBV、9250BV 600747
370310 250SBV-R3.5 Positive cutter for Radius chamfer 3.5 mm ８ Cermet R3.5-8 1251BV、1251HBV、9250BV 600686

250BV-C5

250BV-R2.5

250BV-R4

250SBV-C5

250BV-C3

250BV-C10

250BV-R3.5

250NBV-R3.5

250SBV-R3.5

5mm

5m
m

C5

R4.0mm

4mm

4m
m

C4

30°

5mm

5m
m

C5

R2.5mm

R3.5mm

10mm

10m
m

C10

R3.5mm

R3.5mm

3mm

3m
mC3

If you want to change the cutter to a different size, you will need to replace the guide roller. Please purchase them separately.

Safety instructions for operating air tools

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

Safety precautions

Precautions for handling

Wear suitable clothing for the operation.
To avoid getting caught in the 
rotating parts, wear closed cuffs 
and secure ties and accessories 
while working. When working 
outdoors, it is recommended to 
use shoes with rubber soles to 
prevent slipping.

Use protective equipment.
Use protective goggles, mask, 
safety cap, and earplugs depend-
ing on the work environment and conditions.

The work environment should be bright and clean.
Disorder underfoot is dangerous. Keep the work area well-lit 
and tidy.

If you feel excessive vibration or noise.
Air tools generate vibration and noise. If you feel any 
discomfort or distress during use, stop working and consult a 
physician.

Work in a correct posture.
Working in an unreasonable posture may cause injury to your 
back, legs, or hands. Work in a well-balanced posture.

Never touch the rotating parts of the air tool.
Never touch the rotating parts of the air tool directly or 
perform any action that may cause you to touch it.

Do not work in the vicinity of highly flammable or 
explosive materials.
Some air tools may generate sparks 
while working. Do not work near 
highly flammable or explosive 
materials such as gasoline, gas, 
paint or glue.

Always remove the hose before replacing the tip 
tool.
Be careful not to start the engine 
carelessly as it may cause injury.

Do not attempt to disassemble or modify the product.
Disassembly or modification by non-professionals may cause 
malfunction or injury and is very dangerous.

Make sure that the tip tools and parts 
are securely attached.
Before use, be sure to check that the tip 
tool is securely attached and that all screws 
are not loose or detached.

1.

2.

3.

4.

5.

6.

7.

Use an air pressure between 0.62 and 0.68 MPa.
If the pressure is low, it will not be able to show its perfor-
mance, and using it at high pressure will not only accelerate 
wear of parts and cause failure but may also result in 
accidents. Install a pressure reducing valve or regulator at the 
hose attachment point and use at a constant air pressure.

Use the specified hose.
Use of a hose with a diameter less than the specified one will 
result in insufficient flow and will not provide adequate 
performance. Please use a hose with a larger inner diameter 
than specified. Also, do not extend the hose longer than 10m 
as the pressure drops by about 0.09MPa per 10m.

Piping should be done as shown in the diagram below.
If this is done completely, it will prevent a drop in air pressure, 
improve work efficiency, prevent failure of the air tool, and be 
economical and safe.

Do not throw, drop or otherwise subject the air tool 
to strong impacts.
Precision parts are assembled together. Do not give strong 
impacts to these parts, as they may be chipped, dislodged, 
damaged or broken.

Do not operate with no load (no rotation).
Do not operate the tool without load, as the rotation of the tool 
may not only cause the tool or pin to fly out of the tool tip, but 
may also cause failure such as seizure and premature wear 
of the parts.

Do not neglect to lubricate 
the air motor at all times.
The inside of the air motor is 
subjected to constant wear and 
tear due to moisture and high 
speed rotation. Lubricate regularly 
with good quality air tool oil in 
order to maintain its durability.

Provide clean, dry compressed air free of dust and 
debris.
Dampness, dust and dirt can 
cause rust and seizure and 
shorten tool life. Do not forget to 
drain the compressor tank and 
pipes after use.

Earplug

Protective
mask

Protective
glasses

Work
clothes

Safety
shoes

Security cap

Lacquer

Thinner
Gasoline

Air tool

Coupling
Connector

Oiler

Pressure gauge

Filter

Drain cock

Compressor

6.5㎜ Lead hose

9.5㎜
Main hose

12.7㎜
Main pipe

250BV-30

四 校
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